TEMPERATURE EFFECT ON THERMAL CHANGES AND PHASE ANALYSIS OF 3Y-TZP ZIRCONIA RESTORATIONS

Mordanov O.S.¹, Khabadze Z.S.*, Nazarova D.A.¹, Shilyaeva E.S.¹, Kotelnikova A.P.², Mordanova A.V.²

¹ Department of Therapeutic Dentistry, Peoples’ Friendship University of Russia, Moscow, Russia
² Department of Pediatric Dentistry and Orthodontics, Peoples’ Friendship University of Russia, Moscow, Russia

Received 05.07.2021; accepted for printing 18.01.2022

ABSTRACT

This study aimed to investigate the effect of final sintering on the thermal properties and phase composition of yttrium-stabilized zirconium dioxide.

Totally 15 yttrium-stabilized zirconium oxide standard ovoid samples were studied (3Y-TZP, IPS e.max ZirCAD LT, Ivoclar Vivadent, Schaan, Liechtenstein). This material contains the following components: ZrO₂ - 87.0 - 95.0%, Y₂O₃ - 4.0 - 6.0%, HfO₂ - 1.0 - 5.0%, Al₂O₃ - 0.0 - 1, 0%. Initially, X-ray diffraction analysis was performed. After that, differential scanning calorimetry was carried out up to a temperature of 900°C. X-ray diffraction analysis was performed to assess the effect of the firing process on the phase analysis of zirconia samples (Selected samples were tested on an X-ray diffraction instrument (EMPYREAN, PANalytical, Lelyweg, The Netherlands) The thermal changes study in zirconia samples resulting from repetitive firing processes was performed then. Samples were placed in a differential scanning calorimeter (NETZSCH STA 409 PC Luxx, Bavaria, Germany) and heated at a rate of 10°C/min from 50°C to 900°C.) Then, differential scanning calorimetry data (the mass and structural changes of zirconia samples depending on temperature) was recorded.

The percentage of the monoclinic phase increases on average from 3.6% to 7.5%, but this difference is not statistically significant (p=0.1). Two exothermic peaks were observed when the samples were heated from 50°C to 900°C.

The final firing of 3Y-TZP zirconium crown up to 900°C slightly increases the content of the monoclinic phase and causes exothermal changes.

KEYWORDS: ZIRCONIUM OXIDE, X-RAY DIFFRACTION, CALORIMETRY, DENTAL CROWNS.

INTRODUCTION

The excellent mechanical properties and biocompatibility of zirconia, as well as advances in computer-aided design & computer-aided manufacturing technology (CAD/CAM), have led to the growing popularity of this material in prosthetic dentistry [Piconi C, Maccauro G, 1999; Denry I, Kelly J, 2008]. Zirconium dioxide was introduced into dental practice in the 1990s and is now widely used in dentistry as a framework for ceramic restorations [Ban S et al., 2007], as a full anatomy restoration [Carrabba M et al., 2017] and as a material for abutments in implant dentistry [Nakamura K et al., 2010; Ekfeldt A et al., 2011; Volberg R et al., 2019].

Pure zirconium has three different crystallographic phases: monoclinic at room temperature...
up to 1170°C, tetragonal at temperatures from 1170 to 2370°C and cubic at temperatures above 2370°C [Chevalier J et al., 2006; Baldissara P et al., 2018; Composilvan E et al., 2018; Edelhoff D et al., 2019]. The tetragonal structure of zirconium dioxide can be retained in the metastable phase at room temperature by adding oxides such as CaO, MgO, Y2O3, or CeO2 [Denry I, Kelly J, 2008]. Yttrium oxide turned out to be an excellent option in this context [Sailer I et al., 2018], however, the phase transformation of tetragonal to monoclinic can be caused by various stimuli, such as stress or aging at low temperatures in the presence of moisture, which leads to deterioration of the properties of zirconium [Souza R et al., 2013].

Despite advances in manufacturing CAD/CAM systems and pre-sintered ceramic blocks, dental technicians or clinicians still manipulate already sintered zirconia surfaces [Aboushelib M et al., 2009], in some cases to better fit the restoration. These procedures can initiate a t → m phase transformation, creating a layer of compressive stress, due to an increase in the volume of the material (zirconia) by about 3%, in addition to some surface defects in the material. When the depth of these defects exceeds the thickness of the compressive layer, the defects can act as zones of stress concentration, which can also deteriorate the mechanical properties [Kosmač T et al., 1999; Guazzato M et al., 2005; Quinn G et al., 2005; Orekhova L et al., 2010].

Various heat treatment protocols have been proposed to induce surface recovery by promoting reverse conversion of the monoclinic phase to the tetragonal phase. The protocols relieve the stress present in the formed compression layer, as well as the residual stresses arising on the surface of zirconium dioxide [Deville S et al., 2006]. It is also known that the final stage of sintering in zirconium restorations with ceramic application is glazing, which takes place at an average temperature of 900°C [Sailer I et al., 2013]. Ideally, restorations should maintain an intact glaze surface and the final glaze coat has been shown to be the most acceptable surface [Zarone F et al., 2019]. However, there may be cases where ceramic restorations require corrections, after which a re-glazing is required [Matzinger M et al., 2019].

The aim of this study was to study the effect of the final firing on the thermal properties and phase composition of 3Y-TZP zirconium dioxide. The null hypothesis is that the final firing up to 900°C does not change the phases of the zirconium dioxide [Tholey MJ et al., 2011].

**Materials and methods**

In this study, 15 yttrium-stabilized zirconium oxide standard ovoid samples were studied (3Y-TZP, IPS e.max ZirCAD LT, Ivoclar Vivadent, Schaan, Liechtenstein). This material contains the following components: ZrO2 - 87.0 - 95.0%, Y2O3 - 4.0 - 6.0%, HfO2 - 1.0 - 5.0%, Al2O3 - 0.0 - 1.0%. Initially, X-ray diffraction analysis was performed. After that, differential scanning calorimetry (DSC) was carried out up to a temperature of 900°C. Then X-ray diffraction analysis was carried out again.

X-ray diffraction analysis was performed to assess the effect of the firing process on the phase analysis of zirconia samples (identification of the phase content of cubic-ZrO2, tetragonal-ZrO2 and monoclinic-ZrO2). Selected samples were tested on an X-ray diffraction instrument (EMPYREAN, PANalytical, Lelyweg, The Netherlands) using a wavelength of 1.5419 (Kα), a scan range of 20° to 100°, a step size of 0.005° and a scan rate of 0.067°/s.

The thermal changes study in zirconia samples resulting from repetitive firing processes was performed then. Samples were placed in a differential scanning calorimeter (NETZSCH STA 409 PC Luxx, Bavaria, Germany) and heated at a rate of 10°C/min from 50°C to 900°C.) Then, DSC data (the mass and structural changes of zirconia samples depending on temperature) was recorded.

To overcome it is possible, due to the uniting the knowledge and will of all doctors in the world
One-way ANOVA test was used with a significance level of $p<0.05$ in StatPlus software (AnalystSoft Inc. WALNUT, CA, USA) to assess the results obtained and carry out comparative characteristics.

**RESULTS**

X-ray diffraction analysis showed typical pat-
terns of stabilized zirconia before and after heating (Figures 1 and 2). The peaks of the monoclinic phase were found in the region of 28.2°, and the percentage of the monoclinic phase increased on average from 3.6% to 7.5%, but this difference is not statistically significant (p=0.1). There is also a slight decrease in the peak at 30.2° (p=0.7), which represents the tetragonal phase.

The results of the DSC analysis of zirconia samples are presented in figure 3. When the samples were heated from 50°C to 900°C, exothermic peaks were observed in the region of 582°C and 809°C.

Discussion

One of the objectives of this study was to study the phase analysis of zirconium dioxide before and after heating at 900°C. According to the phase analysis data, the samples before and after firing differ insignificantly and are mixtures of tetragonal and monoclinic modifications of zirconium oxide. The amount of the monoclinic phase increases after firing, but insignificantly, which does not negate the null hypothesis.

Zirconium dioxide firing in the temperature range of 50-900°C is in the range of the monoclinic phase [Chevalier J et al., 2006; Campsílvan E et al., 2018; Baldissara P et al., 2018; Edelhoff D et al., 2019], thus, from this point of view, zirconium falls into the range of existence of the monoclinic phase, and this can lead to an increase in its fraction. The behavior of the phase transformation is directly related to the sintering temperature of zirconium dioxide [Keuper M et al., 2014]. However, when the restoration is sintered at temperatures above 1450°C for 1 hour, a higher susceptibility to degradation at low temperatures has been reported [Keuper M et al., 2014].

To date, the discussion about the transformation of the tetragonal phase into the monoclinic phase during firing remains open. Ozdogan A. (2020), Ebeid K. (2014) and their co-authors in their studies, as well, demonstrated that changes in temperature and time at various sintering parameters did not cause tetragonal-monoclinic phase transformations. The authors reported a complete transformation of the monoclinic phase into tetragonal in zirconium dioxide samples that were exposed to a temperature of 500-1000°C for 15 minutes [Song J et al., 2013]. Alkurt M. and colleagues (2016) reported that additional roasting processes, carried out by 2, 5, and 10 times, do not cause the transformation of the tetragonal phase into the monoclinic phase in the zirconium dioxide samples. However, Hjerpe J. and co-authors (2009) in their study showed that the content of the monoclinic phase in zirconium dioxide, which was subjected to heat treatment at 500-1200°C for 5 minutes, remained on the surface.

It is interesting to note that the phase transformations of highly transparent zirconia differ from the phase composition of traditional yttrium-stabilized zirconia [Pereira G et al., 2016]. The authors demonstrated the monoclinic phase absence in highly transparent zirconia before and after glazing [Nam M et al., 2018]; however, in our study, it was present before and after the final firing.

The transformation rate can be related to the grain size in zirconia [Hjerpe J et al., 2009]. According to the DSC analysis, there are exothermic effects that can be associated, firstly, with the transition of a small fraction from the tetragonal to the monoclinic modification [Ebeid K et al., 2014], and, secondly, with the oxide grain growth, and the bifurcation of the DSC peaks may indicate the superposition of these processes.

Conclusion

In this study it was demonstrated that the final firing of 3Y-TZP zirconium oxide up to 900°C slightly increases the percentage of the monoclinic phase and causes exothermic changes. We also believe that the inconsistencies in the literature are related to the different types and compositions of the zirconia used, as well as the different protocols for changing temperature.
REFERENCES


CONTENTS

4. ZILFYAN A.V., AVAGYAN S.A., MURADYAN A.A., BARSEGHYAN E.S.
   RECOMMENDED TACTICS FOR MASS VACCINATION OF HEALTHY INDIVIDUALS AND COVID-19 CONVALESCENTS

   MYXEDEMA COMA ASSOCIATED WITH COVID-19 INFECTION: CASE REPORT

17. HAKOBYAN H.H.
   ANXIETY AND CHRONIC PAIN IN CAREGIVERS OF CHILDREN WITH CEREBRAL PALSY IN ARMENIA: DESCRIPTIVE STUDY

   FEATURE ANALYSIS OF COMPUTED TOMOGRAPHIC SIGNS OF HEPATOCELLULAR CARCINOMA IN MULTIPHASE STUDIES

29. TAJIBAEV T.K., CHORMANOV A.T., MATKERIMOV A.Zh., TERGEUSSIZOV A.S., BAUBEKOV A.A., ZHAKUBAYEV M.A., SAGATOV I.Y., KANCHI M.
   CAROTID BODY TUMORS: CASE SERIES OF EXTREMELY RARE HEAD AND NECK PARAGANGLIOMAS.

35. KHANCHI MEAD, MATKERIMOV A.Zh., TERGEUSSIZOV A.S., DEMEUCOV T.N., ZHAKUBAYEV M.A., KHANCHI M.M., SHAMSHEY A.S., SAGATOV I.Y.
   SURGICAL TREATMENT OF ANEURYSMS OF AORTIC ARCH BRANCHES AND VESSELS OF THE UPPER EXTREMITIES

43. SARKISYAN N.G., KATAEVA N.N., AKHMETTOVA A.I., KIKHAREVA A.R., CHUMAKOV N.S., KHLISTSOVA K.A., MELIKYAN S.G.
   PHYSICOCHEMICAL INDICATORS OF DENTAL PATIENT SALIVA WHO HAVE UNDERGONE AN UNCOMPPLICATED CORONAVIRUS INFECTION

49. KHBADZEE Z.S., NEGORELOVA Y.A., GEVORKYAN A.A., NAZAROVA D.A., SHILYAEVA E.S., KOTELNIKOVA A.P., MORDANOVA O.S.
   COMPARATIVE ANALYSIS OF SMEAR LAYER REMOVAL TECHNIQUES IN THE TREATMENT OF DENTAL CARIES

   APPLICATION OF POLYHEXANIDE AS A NEW HIGHLY EFFECTIVE ANTISEPTIC COMPOSITION.

64. MORDANOVA O.S., KHBADZEE Z.S., NAZAROVA D.A., SHILYAEVA E.S., KOTELNIKOVA A.P., MORDANOVA A.V.
   TEMPERATURE EFFECT ON THERMAL CHANGES AND PHASE ANALYSIS OF 3Y-TZP ZIRCONIA RESTORATIONS

70. BASSEL J.A., EYAD M.S.
   EVALUATION OF MARGINAL ADAPTATION OF (CAD/CAM) LAVA PLUS HIGH TRANSLUCENT ZIRCONIA AND (CAD/CAM) IPS-EMAX FULL CROWNS

76. KHBADZEE Z.S., NAZAROVA D.A., SULEIMANOVA Z.M., GENERALOVA Yu.A., KOTELNIKOVA A.P.
   MICROBIAL BIOCENOSIS OF APICAL PERIODONTITIS IN THE ROOT CANAL SYSTEM (PART 1)

   MICROBIAL BIOCENOSIS OF APICAL PERIODONTITIS IN THE ROOT CANAL SYSTEM. (PART 2)

87. TIUNOVA N.V., NABEREZHNOVA S.S., SAPERKIN N.V., VDOVINA L.V., DAVROVA F.Ju., TOMAEVA D.I., CHUVARKOVA I. M.
   RATIONALE BEHIND A MINIMALLY INVASIVE APPROACH IN THE TREATMENT OF DENTAL FLUOROSIS

94. TSVEKROVA M.A., SOHOV S.T.
   ORTHODONTIC TREATMENT ALGORITHM FOR PATIENTS WITH POSITIVE DRUG ANAMNESIS. GLUCOCORTICOIDs.

101. PANAHI S.R., SARZ G., JOKARTANGKARAMI A., AFROUGHI S., KARIMPOUR F.
   ANATOMICAL CHARACTERISTICS OF NASOPALATINE CANAL USING CONE BEAM COMPUTED TOMOGRAPHY IMAGES

109. PURWANTI T., ERFAK KUSMA M.S., YUDIANTO A.
   HEAD INJURY CASE WITH BLUNT FORCE TRAUMATIC: CASE REPORT AT BHAYANGKARA HOSPITAL KEDRII INDONESIA
The Journal is founded by Yerevan State Medical University after M. Heratsi.

Rector of YSMU
Armen A. Muradyan

Address for correspondence:
Yerevan State Medical University
2 Koryun Street, Yerevan 0025,
Republic of Armenia

Phones:
(+37410) 582532 YSMU
(+37410) 580840 Editor-in-Chief
Fax: (+37410) 582532
E-mail: namj.ysmu@gmail.com, ysmiu@mail.ru
URL: http://www.ysmu.am

Our journal is registered in the databases of Scopus, EBSCO and Thomson Reuters (in the registration process)

Editor-in-Chief
Arto V. Zilfyan (Yerevan, Armenia)

Deputy Editors
Hovhannes M. Manvelyan (Yerevan, Armenia)
Hamayak S. Sisakyan (Yerevan, Armenia)

Executive Secretary
Stepan A. Avagyan (Yerevan, Armenia)

Editorial Board
Armen A. Muradyan (Yerevan, Armenia)
Drastamat N. Khudaverdyan (Yerevan, Armenia)
Levon M. Mkrtchyan (Yerevan, Armenia)

Foreign Members of the Editorial Board
Carsten N. Gutt (Memmingen, Germany)
Muhammad Miftahussurur (Indonesia)
Alexander Woodman (Dharhan, Saudi Arabia)
Hesam Adin Atashi (Tehran, Iran)

Coordinating Editor (for this number)
Inkar Sagatov (Almaty, Kazakhstan)

Editorial Advisory Council
Ara S. Babloyan (Yerevan, Armenia)
Aram Chobanian (Boston, USA)
Luciana Dini (Lecce, Italy)
Azat A. Engibaryan (Yerevan, Armenia)
Ruben V. Fanarjyan (Yerevan, Armenia)
Gerasimos Filippatos (Athens, Greece)
Gabriele Fragasso (Milan, Italy)
Samvel G. Galstyan (Yerevan, Armenia)
Arthur A. Grigorian (Macon, Georgia, USA)
Armen Dz. Hambardzumyan (Yerevan, Armenia)
Seyran P. Kocharyan (Yerevan, Armenia)
Aleksandr S. Malayan (Yerevan, Armenia)
Mikhail Z. Narimanyan (Yerevan, Armenia)
Levon N. Nazarian (Philadelphia, USA)
Yumei Niu (Harbin, China)
Linda F. Noble-Haeusslein (San Francisco, USA)
Eduard S. Sekoyan (Yerevan, Armenia)
Arthur K. Shukuryan (Yerevan, Armenia)
Suren A. Stepanyan (Yerevan, Armenia)
Gevorg N. Tamanyan (Yerevan, Armenia)
Hakob V. Topchyan (Yerevan, Armenia)
Alexander Tsiskaridze (Tbilisi, Georgia)
Konstantin B. Yenkoyan (Yerevan, Armenia)
Peijun Wang (Harbin, China)

Copy editor: Tatevik R. Movsisyan

Printed in "VARM" LLC
Director: Ruzanna Arakelyan
Armenia, 0018, Yerevan,
Tigran Mec 48, 43
Phone: (+374 91) 192900,
E-mail: armana6@mail.ru